
SCREWER BLADE

iShot® Base 2.0
iShot® Plug&Fire

INSTRUCTIONS 
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Selection
Min.
Max.

Stranded
0,2 mm2

0,5 mm2

SINGLE
0,14 mm2

0,5 mm2

AWG
26
20

Stripping
7 min
7 min

WIRES SIZES

interaxles measureHOW TO INSTALL set screw and nuts fix it on the support

Put the wires in the connection input Connect to the firing system/interface

Insert the screwdriver in the wireinput Carefully push Pull out the wires

HOW TO CONNECT

HOW TO REPLACE WIRES

HOW TO CLEAN

x4

x4

1 2 3 4

1 2 3 4

1 2 3 4

If necessary, use water, air and industrial wipes to remove dust, debris or greasy residuals

FIRING SYSTEM

1 2 3
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ø 2,5 mm maximum   I   screwdriver diameter 

ø 2,5 mm



ready to Go! push release buttons to unlock the tube unplug the tube

remove the seal

keep pressed circular side of the igniter push down the flap

pull up to break the safety the igniter is ready to be fired insert the sigle shot into the base

Insert secured igniter in tube channel

iShot® Plug&Fire

iShot® Tube - Igniter
INSTRUCTIONS 
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iShot® Plug&Fire

INSTRUCTIONS Correct position
iShot® Tube - Igniter

1

1

CORRECT position

2

2

WRONG position
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Groove

Groove
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